PERKINELMER

OPTI-MAX®* CHECK VALVES
Series 4, Model 250, 200%, 400, 410, 620,

Integral 4000* & OEM #
33-56-00830 OPTI-MAX Inlet Housing & Cartridge 0254-0177
33-56-00835 OPTI-MAX Outlet Housing & Cartridge 0254-0197

10-56-02004 OPTI-MAX Replacement Cartridges, 1/8" Ball, 2/Pk

OPTIONS: Stainless steel/ceramic OPTI-MAX Cartridges are listed above.
For other options, please see page 50.
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Model 250, Series 4, 200, 400,
410, 620, Integral 4000

*These pumps have an intermediate check valve which is identical to the inlet check valve.
To order a replacement intermediate valve, use the OPTI-MAX inlet part number.
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Model 200, 250, 410, 620, Integral 4000 (Mmfd. After 12/89) OEM #

“ é.
33-34-00798
33-34-00798 Piston (High Pressure) N260-0124

Series 1, 2, 3, 3B, 10, Model 200, 250,

400, 410, 620, Integral 4000 OEM #

33-36-01301 OPTI-SEAL UHMW-PE* {,{
Piston Seal (High Pressure) 0990-7324 wé

33-36-01302 OPTI-SEAL UHMW-PE* 33-36-01301

Piston Seal (High Pressure), 10/Pk

Series 4, Model 400, 410, 620, Integral 4000 OEM #
33-36-00804 OPTI-SEAL UHMW-PE*
Piston Seal (Low Pressure) 0990-7330 O
33-36-00805 OPTI-SEAL UHMW-PE* i
Piston Seal (Low Pressure), 10/Pk 33-36-00804
Series 100 OEM #
33-36-00806 OPTI-SEAL UHMW-PE* Piston Seal N260-0108 C}
33-36-00807 OPTI-SEAL UHMW-PE* Piston Seal , 10/Pk .
33-36-00806
33-36-00808 ITB PTFE** Piston Seal N260-0109

33-36-00809 ITB PTFE** Piston Seal, 10/Pk
*UHMW-PE - Ultra High Molecular Weight Polyethylene

**ITB PTFE - Improved PTFE Blend
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33-36-00808
LAMPS
PerkinElmer OEM #
33-32-03117 Deuterium Lamp, 200 UV/Vis N292-0149
33-32-03114 DoubleLife Deuterium Lamp, Series 200 DAD N292-2046
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33-32-03114

800-669-9015 | 503-557-9994




